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This example simulates a chocolate factory. It contains FileSystem functions and E-
Mailing functions. Everything is programmed in FUPLA.

It shows how to:
e Save values to the file system and restore them
e Create a logfile
e Send this logfile by e-mail
e Visualize the functions in a WebProject
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1 Summary

1.1 Functionality
This example simulates a chocolate factory. It is intended to show how to use the File
system on the PCD in the following ways:

e Storage of documents used for the web server project

e Save several values of a recipe on the file system and restore them when
needed.
e Create a logfile of the production and make it available on the Webpage.
E-mailing:
e It shows the possibility of sending the logfile as an e-mail.

1.2 Possible application

This example gives an idea of an application where the file system can be useful. It
can be used as base project for further application or to explain and show the
possibilities of our file system and e-mailing functionality to a customer.

1.3 Hardware and Software used

1.3.1 Hardware

PCD: PCD3.M5540 Firmware 03C / 1.06.26
Flash device: PCD7.R550M04 mounted in slot M2

1.3.2 Software

e Saia® PG5 1.4.200 with add on tool Saia® S-Web Editor 5.12.09 and Web
Builder.

FileSystem F-Box Library V 10009

E-Mail F-Box Library V. 1_4 311

Web browser with a Sun virtual Java Machine

Filebrowser (p.ex. Filezilla)
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2 Using the flash device for web server files

2.1 Working principle

In case the files stored on the flash device shall be available for the PCD web server
they must be stored in the /WEBPAGES directory of the flash card. The web server
task will then be able to access these files and provide them to the http client
accessing the server.

The files to be stored on the flash card are to be downloaded by accessing thePCD3
ftp server. For generating these files please refer to the Saiae S-Web Editor
documentation.

The files with the extensions *.tcr must be present in the Web Builder project and not
on the flash device. These files are used for the access to the PCD medias.

2.2 Storing web related files on the flash device

The files used by a web project (*.htm, *.teq, *.jar, jpg etc.) are to be downloaded
using the ftp server of the PCD. In order to connect to this server, an ftp client
software must be used. Examples therefore are the Microsoft Internet Explorer (IE),
the Total Commander or Filezilla.

File- and directory names are not case sensitive on the PCD file system.

2.2.1 Downloading the files using an ftp client

Note that ftp is only supported on Ethernet. This means that your PCD is to be
equipped with an Ethernet port and must be reachable from your PC.
The required steps with the Filezilla are:

e Open Filezilla

e Deactivate the passive mode (Edit/Settings)

Xl
EileZilla

Filezilla Options

L

Firewall settings

[ Limit local ports used by FileZilla

- FTF prowy seftings By default FileZilla uses any available local port to establish connections and
-~ 355 suppart transfers, If you want FileZilla ko use only a small range of ports, please enker
- Directary cache the port range below.,
- |dent server Lowest available I 1
- SFTP zettings
[=)- File transfer settings Highest availabls I BRaiE
-~ B5CI/Binary
- Speed Limit

If wou can connect to FEp servers buk if vou have difficulties to setup a File transfer,

- Compression ol ko enable passive mode.,
= Interface settings [~ Passive Mode
- Local file list -

- Remote file list [ Use the following IP address For non-passive transfers:
- Language
- Migcellaneous I
| - PP PR R - - LI
™ Use the Following IP address for non-passive transkers if using IPve:
oK | [
Cancel |
Help |

e Enter the address (IP addresse of your PCD), User: root, Password:
rootpasswd, Port 21 (default) and choose Ouickconnect.

Chocolatefactory_E1.doc 4/13 Technical Meeting 07

burgess

Smart solutions for comfort and safety

L]

Sdla-



Saia-Burgess Controls Ltd.
Bahnhofstrasse 18 | CH-3280 Murten | Switzerland
T +41 (0)26 67271 11 | F +41 (0)26 672 74 99

e Depending on the slot where the flash is mounted the following folder is

present:

M1_Flash
M2_Flash
SLOFlash
SL1Flash
SL2Flash
SL3Flash

Slot M1 on PCD3.M5xxx
Slot M2 on PCD3.M5xxx
I/O Slot 0 on PCD3.Mxxxx
I/O Slot 1 on PCD3.Mxxxx
I/O Slot 2 on PCD3.Mxxxx
I/0O Slot 3 on PCD3.Mxxxx

e Files which should be accessible from the Webproject have to be in the
Webpages folder.
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3 Functionality

3.1 Hardware Settings

TCP/IP has to be configured in the hardware settings. A default router is needed to send e-
mails. Your IT support will be able to tell you the default router address if you don’t know it.
x|

PCD I Memoryl Passwordl S-Busl Serial I Modeml Profi-5-Bus TCRAR |Gateway|

IP Nade: Jo |5.PRJ.CPUTIPNade

IPaddess 172 Jie [i [E PGU Port: [~
SunetMask [255 [255 Jo o Shve M
Default Router: |1?2 .I‘IB .I‘I |52 Metwork Groups... |

Save hs. | Open... | Upload.. Download...l QK. I Cancel Help

3.2 Fupla

3.2.1 Page 1: Memory Management

hmoryh
i h;::;r: Memo:-— Reactll || wiiel | |Get Defaults o | Hep |
Format armat Buzy 1 PCD Memory ﬂ M2 On borad =
CD::::: ::;T:m L:_SBd:: Block size ﬂ Default -
3 Re::Z-— Auto compression ﬂ By system -
Statuz 1 Auto cnmpress‘. user level ﬂ A0% I
Error- Total memary size [kb]
Used memory [kb]
Free memory [kb]
Released memory [kb]
Memaory status
Update memary+status Update
ref Memoryhz Format memory Select:
Start delay CreateDir o Farmat memory Execute
o] e Busy T Cornpress meamory Compress
Errar 4+ —--[Common file properties]-----
[iir ,—| Graup ID ﬂ Wah =
Group Access ﬂ All |
Index length ﬂ 2 digits ||
File extension ﬂ BIN ||
alue separator. .. d Semicolon =

The Memory Management F-Box has to be enabled; otherwise no action on the file system
is possible. It is recommended to initialize Format and Compress to zero to avoid a
compressing or formatting after the download. This F-Box is designated for initialize and
configured the file system. It has to be inserted in the project first. The following file system
F-Boxes will refer to this F-Box. Therefore the name has to correspond with the reference of
the other F-Boxes. The Slot, where the Flash is plugged has to be defined. Block size, Auto
Compression, Group ID, Group Access, Index length, File extension and Value separator
can be defined in this F-Box.

The Create Directory F-Box creates the directory: /Recipes after a Start delay on startup.
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3.2.2 Page 2: Delete File

ref hermory 2
DeleteFile o Recipe. Store....
[ Recipe StoreRecipe ) xac Busy oyn f—t——{5—
-Index Etror— .
Dir Recipe_Store .
File Recipe.File Hams RI—
ref shdemory i
DeleteFile o Recipe. Store...
[ Recipe StoreRecipe ) xac Busy oyn f—t——{5—
-Index Etror— .
Dir Recipe.Dirlame Riecipe. Store...
. — L/R —
File Recipe.File MHame1

The Delete File F-Box deletes the Recipe-File and the Recipe-Text if they already exist.
This is necessary because otherwise the new recipe will be added after the first recipe and
can only be recalled using the Record input (see Read Integer F-Box). If the file does not
exist, the F-Box shows an error. This is a normal behaviour and shows only that the action
has not been executed because the file did not exist.

3.2.3 Page 3: Write File

ref hidermory

Write . Recipe Store.
[Fecipe Storeecipeljm——ecec Buzy g Dvn F——R—
[Fesiee Fesipettumberle———finciex over
[Fesie Aroumtsvgarle———fvain Emor -

| Recipe Amount Cacaohbss h—-\.-’an
| Recipe.ﬁmoumCacaoBunerh—-\.faQ
[Feshe frommiiponterlm——— vl
[Fesiee smomntiz b fyaid

Dir
Filz=  [Recipe.FileMame

The Write Integer F-Box stores the five parameters (Amount Sugar, Amount Cacaomass,
Amount Cacao Butter, Amount Milkpouder and Amount Nuts) on the file system as bin-file
(configuration in the Memory Management F-Box). The filename is Recipe+Index. If the
Index is O it will be stored as Recipe00, if Index is 1 as Recipe01 etc.

3.2.4 Page 4: ReadFile

ref :hemonyf?
Read o
EXBC Busy
[FRaee Repembare o Error | —o{Fedperazs |
[0 fRecard " all) {-=f Recipe AmountSugar_|
Vel {-={Facie ot acaniess |
aio | {Fecpe AroweCasanioner ]
al3{-={Fade o Aester ]
Wald 1
Diir
File Recipe.FileMame

The Read Integer F-Box restores the five parameters from the file system. The index
indicates the number of the recipe. Record is not used in this example and is therefore 0 at
anytime. The record input can be used to store different recipes in the same file. The first file
can be recalled with record=0, second: record=1 and so on.
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3.2.5 Page 5: WriteText

ref hdemory it

hirite: o
T T R Busy{-
[[Resipe Recipe Number lm—Hnde:: Error—
Dir Recipe. DirName
File Recipe.FileMame1
“al  |Recipe Rectex

ref hdemory hiz

Fead o

[ Fecpe LoadRecipelm—exec Busy -

[Recipe RecipeNumber mw—ndex Errar -
III-—-Record

Dir Recipe. DirName
File Recipe.FileMame1
“al  |Recipe Rectex

The F-Box Write DB/Text writes the text to the file system as bin-file and the F-Box Read
DB/Text restores the text from the file system. The text is stored and restored with the same
command as the five values above. Filename is text00, text01 etc.

3.2.6 Page 6: LogtoFile

LagFileProperties
Fropeties o
Enahile

ref:LogFileProperties

LogToFile o Record
[0 =—tEnsitn Busy Drym {R—
[Record ju ecord Inchex:
Melackup Error
[ CelFile lm—p0eimir

Dir Recipe. Logfile
File Recipe. Log
Head |Recipe. Header
“al  |Recipe.comment

The F-Box Properties changes the properties defined in the Memory Management F-Box.
All F-Boxes which refer to the Properties F-Box will create a csv-file, which can be opened
with excel per example, instead of a bin file.

The F-Box LogToFile writes to a log file if the input record becomes high. Since the file
should be available from the web project it has to be stored in the webpages folder.
Therefore the directory is: /Webpages. The filename is Logf. It is possible to define a header
line which is inserted in the file after each new start of the PCD. In the example the header is:
"Logfile of the chocolate production<CR><LF>Date;Time;Chocolate Type;Message;Recipe
Number;Amount produced;Sugar;Cacao Mass;Cacao Butter;Milkpouder;Nuts<CR><LF>"
The text entered in the Val field will be written to the file every time when the record input
becomes high. In the example it is:

"$d;$H;$L4900;Production finished;$R0000;$R0006 pc.;3R0001 g;
g;$R0005 g;$R0004<CR>

Date, Time, recipe text, Production finished, content of register 0, 6, 1, 2, 3, 5 and 4. This
Log file can be opened from the web browser:

$R0002 g;$R0003

Date Time Chocolate Message Recipe Mu Amount pr Sugar Cacao Ma: Cacao But Milkpoudel Muts
25092007 16:23:54 WhiteChoc Production 13 pc. 30 g Og 2009 20q 30
25092007 16:24:36 MilkChoc  Production 24 pc. 30 g 10 q 2009 20q 20
25.09.2007 | 16:25:13 BlackChoc Production 32 pe. 20 g 40 g 20 g 10 g 10
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3.2.7 Page 7:SendMail

feh Chiail

B ETR o

III-—-En Busy 1
Err1—

Errtum -

SMTP Senrer
Mame Hame
Prrrd Passward
Sender | Sender

Tl Des1
Tao2 Desz
Tod Des3
Tad Desd
Tas Dess
ref :ueb Chail
Ahdail Send o
F=end Busy T
Subject
Text higiftent
File File

This part of the project is sending an e-mail with the log file created on page 6.
The F-Box Adv. Text Mail Initialisation has to be placed first and defines all needed

parameters:

SMTP defines the Mail-Server: "212.227.15.183"
Name defines the user name for the autentification: “test@sh-msr.de”
Pwd defines the password for the autentification: “eintest”

Sender must contain a valid address: “sonja.riedo@saia-burgess.com”
To1 to To5 contains the destinations to send: “saia_pcd@hotmail.com”

The F-Box Adv. Send Text Mail sends and e-mail if the Send input becomes high.

Subject contains the Subject of the e-mail: “Test”

Text contains the text to send: “Logfile from chocolate factory”
File contains the path of the file to attach: "M2_FLASH:/Webpages/logf.csv"

This server and e-mail addresses should only be used for test purposes. For a running
project another Mail-Server and e-mail address should be used. Your IT support can tell you
the needed addresses a passwords of your e-mail server.

If the destination e-mail address does not exist, the sender e-mail address will receive an
error message.
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3.3 Graftec

burgess

Saig-

0 Start Chocalst
Froduction

E }» Set Choclat

Flag low

1+

2 H Amourt of sugar 5 H Amount of 4 M Amount of

Cacaomass Cacaohutter

2 Sugar ok

41— Cacaomaszs ok §— Cacaohutter ok

M Amont of

10 —— I

Milkproucer

lkpoucer ok

M Amourt of Muts

1M1 — I

uts 0k

Load Mixdime

Mixing finizhed

Load
hestinctime

T — Heating

finished

E }~ Load

Tempertime

99— Tempering

finizhed

E }~ Chocolate

Counter

12 —— &mounit chocolat 14

reached

-]

13T

Amourt of

chocolate

This Graftec structure simulates the production of the chocolate.

A timer is loaded with the amount of sugar, cacaomass, cacaobuter, milkpouder and nuts.
The amount of chocolates is loaded to a counter. First the Mix time is loaded and runs out,
afterwards the heating time is loaded and runs out. At the end the tempering time is loaded
and runs out. Now the chocolate mass is ready to produce the chocolate. Therefore the
amount of chocolates to produce is loaded to a counter. This counter counts down and at the
end the record flag is set high to create a log file. During the whole graftec structure there is
an activity register which changes his value. This register is used to show in the WebProject

which part of the program is currently executed.
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3.4 Web Editor Project

3.4.1 ChocolateFac1i

Start Teq with three buttons.

“New Recipe” will jump to the ChocolateFac3.teq where a new recipe can be created.
“Start Production” jumps to ChocolateFac4.teq where the chocolate production is handled.
“Production Report” jumps to ChocolateFac5.teq where the production report can be
opened and send by e-mail.

3.4.2 ChocolateFac3

This page offers the possibility to create a new recipe. The name, recipe number and the
amounts of the different ingredients can be adjusted. The button “Create Recipe” stores the
recipe on the file system.

3.4.3 ChocolateFac4

A Recipe can be loaded. If it does not exist a message shows up and a button offers the
possibility to jump to the “New Recipe” page. The amounts are displayed and the user has
the possibility to choose the amount of chocolates to produce. “Chocolates to produce”
shows a counter with the amount left to produce. The field “Actual status” indicates which
action is executed at the moment.

3.4.4 ChocolateFac5

“Show Production Report” opens the log file on the file system.
“Send Report by e-mail” is sending an e-mail to saia pcd@hotmail.com

3.5 Web Builder Project and files to transfer to the file system

Just the ChocolateFac.itq , ChocolateFac.tcr and the start.htm are downloaded to the PCD.
All other files have to be copied to the flash module over ftp:
180px-Chocolate02.gif

250px-Chocolate.gif

ChcolateFac1.teq

ChcolateFac3.teq

ChcolateFac4.teq

ChcolateFac5.teq

e_mail_111.gif

e_mail_036.gif

IMasterSaia5_12_00

Status.csv

4 Important Points

e The texts containing the filenames have to be default and not fixed to a length. If a
text is left open it has to be fixed on a specific length.

e The properties F-Box should not always be high; this causes a problem due to a
firmware/library problem. Therefore the F-Box is just set high if a record is executed.
Note: This problem was corrected (PG5 1.4.300).
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5 Trouble Shooting

5.1 Errors on compiling

If the reference of a file system F-Box does not correspond to the Memory Management F-

Box Name, the following error appears:

Assembling: LogFile.fbd

Error 165: LogFile.fbd: Line 69: File system: Management Fbox with name MemoryM1 not found., in Block: BL 0, Page: 1, FBox: Create
Directory

5.2 F-Box indicates an error

- The “Create Directory” F-Box indicates an error. Creation of the directory failed.
Possible reasons: - The filename is not correct. Note that there has to be a slash
before the filename p.ex. /Recipes
- The “Delete File” F-Box indicates an error. Deleting file failed.
Possible reasons: - The file does not exist. This is usually the case in this project, the first
time this F-Box is activated.
- File name is wrong.
- The “Write Integer” or “Read Integer” F-Box indicates an error. Writing/Reading failed.
Possible reasons: - File name is set to a fixed length instead of default. It has to be
default.
- The “Log to file advanced” F-Box indicates an error. Log not executed.
Possible reasons: The file name text size is set to fixed. It has to be default.
- The “Adv. Text Mail Initialisation” F-Box is indicating the following error:
-25 Server rejects SMTP "MAIL FORM" command
Possible reason: Sender e-mail address is not a valid / existing e-mail address. It has to
be an existing e-mail address.

-29 Server rejects "AUTH" command
Possible reason: Password of the mail server is not correct
-108 File open command

Possible reason: The file path is not correct. It has to be: "M2_FLASH:/Webpages/logf.csv"

5.3 CPU goes in Halt

After the download the following error message appears:

Download Program Failed X|

@ The CPU is in Halt, the downloaded program cannot be run,

Halt Reason: C5F INY PAR 3

Possible reason: In the “Write DB/Text” F-Box the VAL “Rectex” is written from the Web-
Application and is therefore downloaded as empty text. If this text size
is defined as default it leads to this error. Empty texts need a fixed
length.

After the download the following error message appears:

Download Program Failed X|

@ The CPU is in Halt, the downloaded program cannot be run,

Halt Reason: C5F INY PAR &
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Possible reason: One or several destination texts in the Adv. Text Mail Initialisation are
empty and the text size is set to default. It has to be fixed on a certain
value.
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